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JAYFLEX CABLE
J01NIBK Heavy Duty PVC/ Nitrile PVC Flexible Cable 600/1000V

a.	 Finely stranded plain copper conductors
b.	 PVC insulation
c.	 Black Nitrile PVC sheath

•	 600/1000V grade
•	 2 Core = 2 Black Numbered Cores.
•	 4 Core = 3 Black Numbered Cores + 1 
	 Green/Yellow core
•	 8 Core = 7 Black Numbered Cores + 1 
	 Green/Yellow core

The cable is extensively oil resistant, extremely soft, flexible and durable. 
Ideal for outdoor flexible applications such as stage audio speakers and lighting 
equipment. 

Temperature rating:-5°C to +80°C. 

Jaycor 
Part Number

Conductor 
Size (mm2)

Strandings 
(no./mm)

No. 
of cores

Nominal 
O.D. (mm)

J0115061002NIBK 1,5mm2 30/025mm 2 8,4
J0115061004NIBK 1,5mm2 30/025mm 4 9,9
J0115061008NIBK 1,5mm2 30/025mm 8 14,5
J0125061002NIBK 2,5mm2 50/025mm 2 9,4
J0125061004NIBK 2,5mm2 50/025mm 4 11,1
 J0125061008NIBK 2,5mm2 50/025mm 8 16,1
J0140061002NIBK 4,0mm2 56/0,30mm 2 11,4
J0140061004NIBK 4,0mm2 56/0,30mm 4 13,8
J0140061008NIBK 4,0mm2 56/0,30mm 8 20
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