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Data Communications Cables

Series Conductor size/s No. of 
cores/pairs

Screening Sheath Standard

J0602244
0,22mm2

1–20

OAM Foil + D/W

PVC Def-stan 61-12

J06022AUD Single

J0605044 0,5mm2 1–20

J0702244 0,22mm2 1-36

J0705044 0,5mm2 1-36

J07BLSZH
0,5mm2 
1,00mm2
1,5mm2

2-7 LSZH BS5308 Part 1, 
Type 1

J0802244 0,22mm2 1–18 IAM/OAM Foil + 
D/W PVC Def-stan 61-12

J0805044 0,5mm2 1–16

Multi-conductor cable products carry low voltage data 
signals within enclosures, from controllers and I/Os to 
devices such as temperature and pressure sensors, relays, 
valves, meters, solenoids, actuators, contacts, push 
buttons, and alarm systems.  They are also broadly used for 
communications, instrumentation, sound, control, audio, 
data transmission, and many other applications.

Quality, reliability and proven performance.

•	 Defence Standard 61-12 Part 4 and 5
•	 BS5308 Part1, Type1

As an industry staple in South Africa for over three 
decades, the JAYFOIL range of data cables continue to 
deliver reliable high-quality communication channels for 
analogue and serial transmissions. Developed locally by 
JAYCOR and manufactured in accordance with British 
defense-standard 61-12, part 4 and 5. 

JAYFOIL cables ensures OEM electronics transmit and 
receive signals with the correct resistances, current 
carrying capacities, voltages, EMI shielding and earthing. 
Safeguarding electronic components and delivering the 
required performance characteristics, making our products 
one of the most desirable products on the market.
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J0602244 Foil Screened 0,22mm2 Twisted Pair PVC Cable 440V
Jaycor 

Part Number
No. 

of Pairs/Cores
Nominal 

O.D. (mm)

•0,22mm2	(7/0,20mm)	tinned	
copper conductors
•PVC	insulation,	TWISTED	PAIRS
•Tinned	copper	drain	wire
•Overall	aluminium-mylar®	foil	screen
•PVC	sheath	–	grey

•440V	grade	
•Max.	1	amp.	
•Colour	coded	pairs

J060224401 1 3,2
J060224402 2 5,2
J060224403 3 5,7
J060224404 4 6,3
J060224406 6 7,2
J060224408 8 8,3
J060224410 10 9,1
J060224412 12 9,9
J060224418 18 12,3
J060224420 20 12,7
J060224425 25 14,3

Specification: DEF STAN 61-12 (Part 4)

J0605044 Foil Screened 0,5mm2 Twisted Pair PVC Cable 440V

•0,5mm2	(16/0,20mm)	tinned	
copper conductors
•PVC	insulation,	TWISTED	PAIRS
•Tinned	copper	drain	wire
•Overall	aluminium-mylar®	foil	screen
•PVC	sheath	–	grey

•440V	grade	
•Max.	3	amp.	
•Colour	coded	pairs

J060504401 1 5
J060504402 2 7,4
J060504403 3 8,2
J060504404 4 8,6
J060504406 6 11
J060504408 8 12
J060504410 10 13,5
J060504412 12 15
J060504418 18 18,4
J060504420 20 20,7
J060504425 25 22

Specification: DEF STAN 61-12 (Part 4)

J0702244 Foil Screened 0,22mm2 Multi-Core PVC Cable 440V

•0,22mm2	(7/0,20mm)	tinned	
copper conductors
•PVC	insulation
•Tinned	copper	drain	wire
•Overall	aluminium-mylar®	foil	screen
•PVC	sheath	–	grey

•440V	grade	
•Max.	1	amp.	
•Colour	coded	cores

J070224402 2 3,2
J070224403 3 3,6
J070224404 4 4
J070224405 5 4,2
J070224406 6 4,6
J070224409 9 5,3
J070224408 8 5,1
J070224412 12 6,2
J070224416 16 7,1
J070224418 18 7,7
J070224425 25 9,1
J070224436 36 10,3
J070224450 50 11,7

Specification: DEF STAN 61-12 (Part 4)
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J0705044 Foil Screened 0,5mm2 Multi-Core PVC Cable 440V
Jaycor 

Part Number
No. 

of Pairs/Cores
Nominal 

O.D. (mm)

•0,5mm2	(16/0,20mm)	tinned	
copper conductors
•PVC	insulation,	TWISTED	PAIRS
•Tinned	copper	drain	wire
•Overall	aluminium-mylar®	foil	screen
•PVC	sheath	–	grey

•440V	grade	
•Max.	3	amp.	
•Colour	coded	pairs

J070504402 2 5,7
J070504403 3 6,2
J070504404 4 6,5
J070504405 5 6,9
J070504406 6 7,2
J070504408 8 8,2
J070504412 12 9,7
J070504416 16 11,3
J070504418 18 11,8
J070504425 25 13,7
J070504436 36 16,5
J070504450 50 19

Specification: DEF STAN 61-12 (Part 4)

J0802244 Individual & Overall Foil Screened 0,22mm2 Twisted Pair PVC Cable 440V

•0,22mm2	(7/0,20mm)	tinned	
copper conductors
•PVC	insulation,	TWISTED	PAIRS
•Tinned	copper	drain	wire	in	each	pair
•Individual	aluminium-mylar®	foil	
screen over each pair
•Tinned	copper	drain	wire	(for	overall	 
screen)
•Overall	aluminium-mylar®	foil	screen
•PVC	sheath	–	grey

J080224402 2 5,7
J080224403 3 6,2
J080224404 4 7
J080224406 6 7,7
J080224408 8 9
J080224412 12 11,2
J080224416 16 12,5
J080224418 18 13,3
J080224425 25 15

•440V	grade	
•Max.	1	amp.	
•Colour	coded	pairs

Specification: DEF STAN 61-12 (Part 4)

J0805044 Individual & Overall Foil Screened 0,5mm2 Twisted Pair PVC Cable 440V

•0,5mm2	(16/0,20mm)	tinned	
copper conductors
•PVC	insulation,	TWISTED	PAIRS
•Tinned	copper	drain	wire	in	each	pair
•Individual	aluminium-mylar®	foil	screen		 	
over each pair
•Tinned	copper	drain	wire	(for	overall	 
screen)
•Overall	aluminium-mylar®	foil	screen
•PVC	sheath	–	grey

J080504402 2 7,7
J080504403 3 8,6
J080504404 4 9
J080504406 6 11,5
J080504408 8 12,7
J080504412 12 15,9
J080504416 16 19
J080504418 18 20
J080504425 25 24,2

•440V	grade	
•Max.	3	amp.	
•Colour	coded	pairs

Specification: DEF STAN 61-12 (Part 4)
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J06022AUD01BK Single Pair Audio & Comms Installation Cable
Jaycor 

Part Number
No. 

of pairs
Nominal 

O.D. (mm)

•	0,22mm2	(7/0,20mm)	tinned	copper	
conductors
•PVC	insulation,	Twisted	Pair
•Tinned	copper	drain	wire
•Overall	aluminium-mylar®	foil	screen
•PVC	sheath	–	black

•	440V	grade
•	Max.	1	amp.

J0602244AUD01BK 1 3,8

Specification: DEF STAN 61-12 (Part 4)

J05MPAU Multipair High-Flex Audio & Comms Cable

•0,22mm2	(7/0,20mm)	tinned	copper
conductors
•PVC	insulation	(TWISTED	PAIRS)
•Tinned	copper	drain	wire	in	each	pair
•Individual	aluminium-mylar®	screen	over
each pair
•Individual	PVC	sheath	over	each	pair
•Nitrile	PVC	compression	extruded	sheath

J05MPAU2204BKNI 4 11,2
J05MPAU2208BKNI 8 15
J05MPAU2212BKNI 12 18
J05MPAU2216BKNI 16 20,4
J05MPAU2224BKNI 24 26,8
J05MPAU2232BKNI 32 28,5

•440V	grade	
•	Max.	1	amp.
•	Numbered	pairs	for	 
easy identification

Specification: DEF STAN 61-12 (Part 4)

J07BS BS5308 Part1, Type 1, Multicore LSZH Access Control Cables

a. bare copper conductors to BS5308
b. XLPE Insulation 0,60mm thickness,  
white	numbered,	500V
c. Tinned copper drain wire, Overall  
aluminium-mylar® foil screen
d. LSZH Sheath grey or green sheath,  
1mm thickness

Jaycor 
Part Number

No. 
of Cores

Nominal 
O.D. (mm)

J07BS0505004LSZH 4	x	0,5mm2 7.4
J07BS1005006LSZH 6	x	1,0mm2 9.8

Flame Retardant: IEC 60332-3-22
Oil	Resistant:	ICEA	S-82-552	(4h,	70oC)
SunLight Resistant: UL 1581-1200
Low Smoke Emission:IEC 61034-1-2
Low	Toxic	Emission:	IEC	60754-1	(HCL<0.1%)

a

b

c

d
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Unit	3,	7	On	Mastiff

Mastiff	Road
Linbro Business Park

Johannesburg

+27114441039
sales@jaycor.co.za
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Unit	7,	The	Stockyard

No.3 Ravenscraig Road
Woodstock
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+27214474247
online@jaycor.co.za


